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Indoor Air Quality (IAQ) Construction Plan – Sample    

This IAQ plan is a sample that has been adapted and used on many projects in the area.  Please modify to fit the needs of your project.  
SECTION 01574


SUSTAINABLE JOB SITE OPERATIONS

INDOOR AIR QUALITY CONSTRUCTION PLAN

PART 1   GENERAL

1.1 SUMMARY

A. Section Includes:  

1. Description of an Indoor Air Quality (IAQ) Construction Plan

2. IAQ Construction Requirements

B. Related Sections:
Site protection specifications included in this section should be coordinated with the following sections of the Project Manual, including:

1. Section 01572
-
Sustainable Job Site Operations – Waste Reduction

2. Section 01573
-
Sustainable Job Site Operations – Site Protection 

3. Division 09
-
Finishes

4. Division 15
-
Mechanicals

1.2 INDOOR AIR QUALITY 

A. Goals: The owner has set the following indoor air quality goals for jobsite operations on project, within the limits of the construction schedule, contract sum, and available materials, equipment, products and services.  Goals include:

1. Protect workers on the site from undue health risks during construction.

2. Prevent residual problems with indoor air quality in the completed building.

1.3 INDOOR AIR QUALITY PLAN

A. Within fourteen (14) days after receipt of Notice of Award and prior to any waste removal by the Contractor from the Project, the Contractor shall develop and submit to the Owner for review a healthy indoor air quality plan. This plan shall be Part II of a “Sustainable Job Site Operations Plan.”

1. List of IAQ protective measures to be instituted on the site 

2. Schedule for inspection and maintenance of IAQ measures

1.4 SUBSTITUTIONS  

A. Should the Contractor desire to use procedures, materials, equipment, or products that are not specified but meet the intent of these specifications to protect air quality on the site, the Contractor shall propose these substitutions in accordance with Substitutions and “Or Equal” in General Requirements.


PART 2  PRODUCTS

2.1 MATERIALS

A. Low emitting products have been specified in appropriate sections.

PART 3  EXECUTION

3.1 ALL PHASES

A. The Contractor is minimally required to meet or exceed the minimum requirements of the Sheet Metal and Air Conditioning National Contractors Association (SMACNA) IAQ Guidelines for Occupied Buildings Under Construction, 1995 to:

1. Protect the ventilation system components from contamination, OR provide cleaning of the ventilation components exposed to contamination during construction prior to occupancy.

2. Provide a continuous ventilation rate of one air change per hour minimum during construction, OR, conduct a building flush-out with new filtration media at 100% outside air after construction ends (following issuance of Occupancy Certificate) and prior to occupancy for seven days (one week). Provide a minimum of 85% filtration (as determined by ASHRAE Standard 52.1-1992) on any return air systems operational during construction, and replace filtration media prior to occupancy.

B. During installation of carpet, paints, furnishings, and other VOC-emitting products, provide supplemental (spot) ventilation for at least 72 hours after work is completed.  Preferred HVAC system operation uses supply air fans and ducts only; exhaust provided through windows. Use exhaust fans to pull exhaust air from deep interior locations. Stair towers and other paths to exterior can be useful during this process.

C. Conduct regular inspection and maintenance of indoor air quality measures including ventilation system protection, and ventilation rate.  

D. Require VOC-safe masks for workers installing VOC-emitting products (interior and exterior) defined as products that emit 150 gpl or more UNLESS local jurisdiction's requirements (Canadian or US) are stricter, in which case the strictest requirement shall be followed for use of VOC-safe masks.

E. Use low-toxic cleaning supplies for surfaces, equipment, and worker’s personal use. Options include several soybean-based solvents and cleaning options (SoySolv) and citrus-based cleaners.

F. Use wet sanding for gypsum board assemblies. Exception: Dry sanding allowed subject to owner approval of the following measures: 

1. Full isolation of space under finishing

2. Plastic protection sheeting is installed to provide air sealing during the sanding

3. Closure of all air system devices and ductwork

4. Sequencing of construction precludes the possibility of contamination of other spaces with gypsum dust

5. Worker protection is provided

G. Use safety meetings, signage, and subcontractor agreements to communicate the goals of the indoor air quality construction plan.

END OF SECTION

DATE:  
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